Optional items APPLICATIONS

The Autopot Pump Set is designed to water

and feed Autopot products as shown below, A u to Ot
Dry Cell Battery

-12DC 8 amp A single pump set can feed up to 1,000
- suited for home use with Autopot growing units to a height of 20ft.

SVMART-PUMP SET

Battery Charger

- 12V DC 6 amp automatic

- suited for home use charg-
ing up the battery.

In-line Nutrient Monitor .
- easy to install Hydroponic set up
- provides 24hr reading a a
glance the nutrient status of
the delivery line of the pump
set.

Pressure Meter

- easy to install

- provides early indication of
pressure problems with the

pump

This unique pump set was developed specifically
for the Auto-pot Systems.

Domestic Solar Panel
- 12V DC trickle
charge for batteries

- suited for home use with the pump set particu-
larly where AC power supply is a problem.

Features:-
- Comes with a 12V DC diaphragm pump
Powered by a battery with options to use solar pan-
els capable of feeding up to 1,000 plants.
Comes with two part nutrient dosers.

- Capillary Trays

Product of:-

- Autopot Systems Pty Ltd.
@“ C/o Gardenworld , 810 Springvale Rd,
W

ggg:n;;ﬁzl Braeside, Melbourne 3195, Australia Can run dry TOI‘ hOUI‘S_.

- 12V DC charger Ph:- 61 (03)-9701 8811 Generates high working pressure,

comes with regulator and special battery. fax o1 (03)-9701 8822 Can deliver nutrient water up to 20 feet high.
- suited tor commercial use epsite:- www.autopot.com.au . . -

- pane| very Strong and |ong |asting_ Ema|| aut0p0t@bigp0nd.com ReSIStS COTTOSIOH from nUtrlent Water.
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WHAT IS SO SPECIAL

How the Autopot Smart-

ABOUT THIS PUMP SET?

Pump

The answer lies with the fact that this Set works

iS....A PLANT DRIVEN PUMPING
SYSTEM .

That is, the plants decide when the
pump should work and not us. This
can only be made possible when used

1. Water supply— The reservoir is filled

with water from the mains water sup-
ply and its level is maintained by the
built-in ballcock valve in the reser-
voir tank.

in conjunction with the Smart-valves 2. Power supply— When the system is

developed by the Autopot Systems.

This pumping system does not re-
quire much energy to operate. It
works only when there is a need to

first turned on, it will be busy pump-
ing water to fill up all the planters. It
will stop pumping when all the plant-
ers have received sufficient water.

refill anyone of the Autopot units as 3. Feeding- As water is being pumped

demanded by the plant. Usually only
one or two Autopot units require wa-

tering at any one time. Hence, the
pump is not made to work unecessar-

ily.

through the system, a calibrated pro-
portion of parts A and B nutrients are
“injected” into the delivery outlet.

Basic Autopot Smart Pump Sef(as shown below).

Reservoir tank 50L — size
700mm x 400 x 300high

Lid for the reservoir

13mm tap for inlet i

13mm inlet tube\
A

Venturi junction

d4mmtubing — ®

4>
4mm tap

4>
Check valve

4mm grommet >

B

Pressure Switch Pump 12V DC

~<&—— Damper

¢ Plate for mounting pump
-4 13mm tap for outlet
T Wing shrivel nut

<+ Stand

<4 10L nutrient tanks

— Complete set up with optional feature

Battery Charger

Energy Sourceli————
Options

Domestic Solar Panel
- suited for home use

Commercial Solar Panel
- suited for commercial use

-€— In-line Pressure Meter
Dry Cell Battery
- suited for home use

In-line
nutrient
Monitor

Flow direction ——— >

Basic Autopot
Smart Pump Set
(750 W x 450D x 700H mm)



